




Futura  457 × 457 × 2,5 mm | 5,01 m² / carton
 305 × 305 × 2,5 mmLeather Bevelled  2,04 m² / carton

 457 × 457 × 2,5 mmMetalic Bevelled  5,01 m² / carton

ELT 91601

ELT 91602

ELT 92401

ELT 91604

ELT 91603

EF 670 Bevelled 

EF 640 Bevelled

EF 91222 Unbevelled 

EF 620 Unbevelled 

EF 610 Unbevelled 

EF 650 Bevelled

EF 91223 Unbevelled 

EF 91221 Unbevelled 

EF 621 Unbevelled 

EF 611 Unbevelled 

EF 620, EF 621

Recommended laid with stripping. 
The pattern will not match from tile to tile.

EF 610, EF 611 

Tiles should be tessellated

EM 9217

EM 9218

EM 9211





Maintenance
New fl oors
No installation treatment is required, as all Nordic Floor-
ing is supplied with a PUR-reinforced surface. However, 
protect newly-fi tted fl ooring during building work to make 
construction clean-up easier and to eliminate the risk of 
damage.

Construction clean-up
Allow the adhesive to dry for at least 24 hours before con-
struction clean-up. Remove any adhesive residue using 
adhesive remover. Vacuum/mop/sweep the fl oor carefully 
to remove any loose gravel, dust, etc. If there is build-
ing/plaster dust, wet-mop the fl oor with an acidic cleaner. 
Then wash/scrub the fl oor using an all-purpose cleaner 
(pH 7-9). Dose according to the supplier’s instructions. A 
low-speed wet scrubbing machine with a fi bre brush or red 
pad may be used. Rinse the fl oor thoroughly with clean 
water, then wet-vacuum.

Daily maintenance
The need for cleaning varies in different environments. 
Remember to adapt the frequency of cleaning to require-
ments. Make it part of your daily routine to remove visible 
dirt. A scrubber-dryer is the most suitable option. Mop-
ping with a dry, impregnated or damp mop and vacuum 
cleaning are other suitable methods.

Periodic maintenance
Cleaning frequency and wear to the fl oor affect the inter-
val for periodic maintenance. Remove loose dirt and 
dust by vacuum-cleaning or dry-mopping the fl oor. Care-
fully clean the surface with a damp mop/scrubber-dryer. 
Always remove any trace of cleaning solution carefully 
with clean water. Nordic Flooring is supplied with a PUR-

reinforced surface and can be dry-polished after clean-
ing using a Duospeed machine/maximum speed or high-
speed machine plus red pad to maintain cleanability. The 
fl oor should be completely dry before it is dry-polished.

Recovery
Recovery can be carried out, if necessary, to restore very 
dirty fl ooring and to revive the lustre of the fl ooring mate-
rial. Use a cleaner and machine-scrub with a blue pad. 
Rinse thoroughly with clean water at least twice. Allow the 
fl oor to dry before any installation treatment is applied. 
Polish or fl oor wax can be used as surface protection 
when restoring a fl oor. Follow the chemical supplier’s 
instructions.

Stain removal
Always deal with stains as they occur. Use a white/red 
nylon cloth in combination with T-röd, cleaner’s naphtha or 
concentrated all-purpose cleaner. Rinse thoroughly with 
clean water.

General advice
–  Use well-known cleaning chemicals.
–  Always follow the supplier’s dosing instructions.
–  Plastic fl ooring can be damaged by solvents.
–  Black rubber wheels, rubber feet or other objects made 

of plastic/rubber may discolour fl ooring.
–  Chair legs should always be equipped with fl oor protec-

tors.
–  Light colours increase the need for cleaning.
–  Use effective dirt trap systems such as Trelleborg Ulvex/

rubber fl oor mats in combination with an absorbent mat 
such as Coral.

Certifi cate for Ehrenborg Nordic Flooring

Nordic Flooring satisfi es all the requirements for 
labelling. The producer has a quality management 
system in accordance with ISO 9001:2000, an 
environmental management system in accordance 
with ISO 14001 and meets the requirements for 
health and safety in accordance with OHSAS 
18001:1999.

Copies of the certifi cates are available from 
Ehrenborg & Co AB, Mölndal, Sweden
tel. +46 (0)31-86 35 95 
or on request via e-mail: 
info@ehrenborg.se





Product information
Type of flooring	 EN 649	 Heterogenous PVC design floor PU Coated

Edges 		  All floors have bevelled edges unless otherwise stated

Size Wood	 EN 427	 101,6 × 914,4 mm 
		  152,4 × 914,4 mm

Size Futura and Stone	 EN 427	 305 × 305 mm 
		  305 × 609 mm  
		  457 × 457 mm 
		  600 × 600 mm

Thickness overall	 EN 428	 2,5 mm 

Thickness wear layer	 EN 429	 0,7 + PU Coating

Weight in total	 EN 430	 4,0 kg/m²	

Installation of material		  See installation instruction

Maintenance		  See separate recommendations

Technical specifications
Wear group classification	 EN 685	 21 - 34 and 43

Chemical resistance	 EN 423	 Pass

Castor chair resistance	 EN 425	 Pass

Residual indentation	 EN 433	 0,05 mm or less

Dimensional stability	 EN 434	 Pass

Flexibility	 EN 435	 Pass

Abrasion resistance	 EN 660	 Group T thickness loss 0,068 mm

Slip resistance	 DIN 51130	 R 9

Sound reduction	 DIN 52210	 4 dB

Light stability	 ISO 2105 B02	 > 6

Floor heating		  Suitable, max + 27° C

Fire classification	 EN 13501-1	 Bfl - S1
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Technion AB
Aminogatan 22

SE-431 53 Mölndal
Sweden

Phone +46 (0)31-86 63 45
Fax +46 (0)31-86 43 27

www.technion.eu


